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(57) Abstract: The invention relates to tungsten carbide powder consisting of powder partides, which have a core comprised of 
^ tungsten cart caibide and a covering comprised of tui^sten monocarinde, to the production thereof by heating a tungsten cast cari)ide 

O powder in die presence of a caibon somce to a temperature ranging from 1300 to 2000 "C, and to the use thereof for coaling sur&ces 
of parts subjected to wear and for producing driU bits. 
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— mit imemaxionalem Recherchenberidtt 

Zur Erkldrung der Zweibuchstahen-Codes und der anderen Ab- 
kurzungen wird auf die Erkldnmgen ("Guidance Notes on Co- 
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(57) Zu^nimafassung DualphascnhartstoflF. Vafehra zn sefaer HerstcDung un^ 

n g WoIframcaiWdpalvcr aos PUvapartikeln, die cineo Kern aus Wolframschmelzcaibid und cine HfllJe ans Wol&ammonocaibid 
aufweisen, deieo Herstcllnng dmch ErWtzen eines WoIframsdimelzcarbidpuJvers in Gegenwart einer KohlenstoffqneDe aof eine 
Tempaatnr von 1300 bis 2000 C, und deren Verwendong zur Obermchenbeschichtung verschldBbeanspnichter Bamdle und zur 
Herstellung von Bohrkronen. STA 236-Ausland - 2/3 - STA 236 Ps/wa/myV20O4-l 1-12 - 1 - 



